PROJECT REFERENCE RO, SHEET NO.

Us¥020013.2004xxxxe. dgn

31-AUG-2004 16:55
whairston

B-3685 §16.3
EDI MODEL MMU-16E NOTES d.0
MALFUNCTION MANAGEMENT UNIT 1. TO PREVENT “FLASH-CONFLICT” PROBLEMS., WIRE ALL UNUSED LOAD
PROGRAMMING DETAIL SWITCHES TO FLASH RED. VERIFY THAT SIGNAL HEADS FLASH IN
; ACCORDANCE WITH THE SIGNAL PLANS.
(program card and set switches as shown below) FIELD CONNECTION HOOK-UP CHART
2. TO PREVENT RED FAILURES ON UNUSED MONITOR CHANNELS. TIE >
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e 88 S 87854321 FIELD CHECK/DUAL ENABLE 6. PROGRAM DETECTORS IN ACCORDANCE WITH THE MANUFACTURER’S | NU = NOT USED
nE s8Ry bhiptend {:88 888883 INSTRUCTIONS TO ACCOMPLISH THE DETECTION SCHEMES SHOWN ON | % DENOTES INSTALL LOAD RESISTOR. SEE LOAD RESISTOR
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o CVM LaTCH ENABLE CONTROLLER. UNLESS OTHERWISE SPECIFIED.
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AN 8. SET ALL DETECTOR CARD UNIT CHANNELS TO “PRESENCE” MODE. | LOAD RESISTOR
MMU PROGRAMMING CARD 9. PROGRAM PHASES 3.4,7 AND 8. ON CONTROLLER UNIT. FOR DUAL INSTALLATION DETAIL
ENTRY. PH. RED FIELD
" TERMINAL (1R)
10. THE CABINET AND CONTROLLER ARE A PART OF THE GREENVILLE 2K OHM PH.3 RED FIELD
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INSERT DETECTOR CARDS IN RACK ACCORDING TO THE DETAIL SHOWN BELOW.
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DETECTOR RACK SET-UP DETAIL EQUIPMENT INFORMATION Wg TERMINAL. R
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\D SWITCHES USED...... 2 2.3.4.5.647 - ORDER FOR THE MALFUNCTION MANAGEMENT
USED| g1 | g4 | g2 |USED| g5 |USED| #6 L L L LOAD SWITCHES USED 1:253.4.5 2 :{, 8 UNIT TO USE THE FULL SIGNAL SEQUENCE MONITORING CAPABILITY
0 0 0 PHASES USED............. 1+2,3+4,5,6,7,8 ON PHASES THAT DO NOT USE THE RED DISPLAY IN THE FIELD.
T T T o] 1 Y NOT USED
OLB.teerrrnnrnennnennnns NOT USED
BV e o o [oe [oe [oe [ ee | 2| E | E = OLCe e enenenvnenenenenes NOT USED
L4 | L2 | L8 | Le |NoT|L10 |16 |Lra| M| M| M OLD. e eeeeeeeeeneennnnn. NOT USED |
g8 | g6 \¢ 2| #4 |USED| #2 | g6 | g8 $ ’j(f $ SPECIAL BACK-UP PROTECTION NOTES
LOAD SWITCH ASSIGNMENT DETAIL 1. PROGRAM CONTROLLER TO OMIT PHASE 1 DURING PHASE 2 ON, AND
WIRE LOOPS TO TERMINALS PROGRAM CONTROLLER DETECTORS } ) ) TO OMIT PHASE 5 DURING PHASE 6 ON.
ON LOOP PANEL AS SHOWN ACCORDING TO THE SCHEDULE (program consroller according o schedule tn chart below)
IN THE CHART BELOW SHOWN IN THE CHART BELOW LOAD SWITCH 2. TO ACCOMPLISH BACK-UP FEATURE DESCRIBED IN NOTE 1,
LooP NO. | LOOP PANEL NOTE CONTROLLER TIMING NUMBER FUNCTION ENABLE 'BACK-UP PROTECTION GROUP 1' UNDER CONTROLLER
| TERMINALS g— DETECTOR No.| FUNCTION 1 51 SUBMENU 9: ‘OPTION DATA’.
ADD JUMPERS FROM: L1A,L1B BE SURE TO PROGRAM FEATURE | TIME(SEC)
L1A TO L2A, AND 1A TR DETECTOR TYPES AND 1 ¢ 1 DELAY| 15 2 p2
L1B TO L2B ' TIMERS (EXTEND AND > 56 3 #3 3. IT IS REQUIRED FOR THE CONTROLLER TO BE PROGRAMMED SUCH
_ L3A,L3B DELAY) AS SHOWN ON 3 4 4 THAT IF IT IS IN PHASE 246, THEN PHASE 1 AND/OR 5 CANNOT
L4A,L 4B 5 5 BE SERVED NEXT WITHOUT FIRST PROGRESSING THROUGH PHASE 4+7.
THE SIGNAL PLANS.
2A | L5A.L5B 4 #8 | DELAY| 3 6 26 THIS ADDITIONAL BACK-UP PROTECTION FEATURE SHALL BE
47 | LGA.L6B > $2 7 o7 IMPLEMENTED IN THE WRITE-PROTECT AREA OF THE CONTROLLER
4B L 7A.L7B 6 % 4 DELAY 3 8 28 SOFTWARE. FOR DIRECTIONS ON HAVING THIS FEATURE INSTALLED,
7 34 DELAYl 15 5 22 PED CONTACT THE NCDOT TRAFFIC ELECTRONICS REPAIR CENTER AT:
2B L8A.L8B : (919) 233-0884.
ADD JUMPERS FROM: L9A,L9B 8 g2 10 %4 PED
LSA TO L12A, AND 5A 9 85 DELAY 15 1 g6 PED
L9B TO L19B L10A.L10B 0 57 | 12 48 PED
L11A,L11B
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